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APPENDIX G 

ANALYTICAL RESULTS 
« 
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TABLE,1 
Results of Field VOC Monitoring of Vapor Samples 

Devoe Coatings Facility 

2625 Durahart Street, Riverside, California 

Results of Field Screening (ppmV) 
Remarks 

Start VES 
VES Operating Satisfactorily 

VESOperaEing Satisfactorily 

NOTES 
All concentrations reported in parts per million T>y volume (ppmV) 

VOCs - Volatile Organic Compounds 

NA - Not Available 

VES Operating Satisfactorily 

VES Operating Satisfactorily 

VES Operating Satisfactorily 

VES Operating Satisfactorily 

VESQperating Satis factociiy 

VES Operating Satisfactory,Sample Stack Only 

VES Operation Satisfactory 

VES Operation Satisfactory, Sample Stack Only 

VES Operation Satisfactory 

VES Operation Satis factory. Sample Stack Only 

VES Operation Satisfactory 

VES Operation Satisfactory 

System down, LBL valve 
LEL valve RepTacedTVES"Restarted Saiisfaclorily 

(X 
LL 

00 
in 
ao Q 
OJ 
GD 

in 
OJ 

<x 
0_ 
a: 

R9938a.xls table 1 
Golder Associates 

983-7012 8/18/99 



--tatm -- - mm - jb aafci te&ai 

Q 
\-
m (S 

oo 
m 
T 
in '5T 
CO 
^r 

0 
1 

H 
i 

cn 

in 
m 
cn 
CO 

T 
m 
CD 

ru 

TABLE 2 

Results Laboratory Analysis of Vapor Samples 

Devoe Coatings Facility 

2625 Dura liar t Street, Riverside, California 

Sample ID Sample Location Da te Sampled TPH-g Benzene Toluene Ethylbenzene Total Xylenes 

Stack Influent VES Inlet 2/4/99 37 <0.14 0.97 0.63 8.2 
Effluent VES Outlet 2/4/99 3.3 <0.02 0.061 0.053 0.77 
EW-4 . Extract ion Well 2/4/99 62 <0.2 3.5 1.6 19 
EW-5 Extraction Well 2/4/99 290 5.8 - 5.4 120 
EW-6 Extraction Well 2/4/99 390 <0.8 3.1 9.2 190 
EW-1 Extraction Well NA NA NA NA NA NA 
EW-2 Extraction Well NA NA NA NA NA NA 
EW-3 Extraction Well NA NA NA NA NA NA 

NOTES 

Analyle concentrations reported in parts per million by volume (ppmV) 

TPH-g = Total petroleum hydrocarbons as gasoline 

NA - Not Available 
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TABLE3 
•Ground Water Elevations Dala 

Devoe Coatings Facility 

2615 Durahart Street, Riverside, California 

•o 
m 
in 
T 
05 
•3-
H 

i 
H 

i 05 

in 
m 
cn 
CO 

t 
T 
m 
U5 
H 
ni 
ll 
LL 
a; 

a: 
13 
u 

Monitoring Well Date of Top of Well Casing Depth to Water Groundwater Elevation 

Number Monitoring (Feet-MS L) (Feet bgs) (Feet) 

MW-I 04/04/99 NA 103.81 NA 

MW-2 04/04/99 907.30 104.89 802.41 

MW-3 04/04/99 902.60 117.2.3 785.37 

MW-4 04/04/99 903.61 117.90 785.71 

MW-5 04/04/99 910.21 104.02 806.19 ; 

MW-6 04/04/99 909.66 111.96 797.70 

MW-7 04/04/99 909.63 n i .77 797.86 

| MW-8 04/04/99 908.76 111.34 797.42 
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NOTES 
1. NA - Not Available 
2. Feet MSL - feet above Mean Sea Level 

3. Feet bgs - feet below ground surface 
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TABLE 4 
Historical Groundwater Sampling Results (MW-1 and MW-S) 

Devoe Coatin gs Facility 

1625 Du/aliartStreet,Riverside,California 

NOTES 
*-Separate phase product present in monitoring well at the. lime of sampling. 
MW-1 - First installed in October 1988, removed and reinstalled in July 1OTI, and removed and reinstalled hi May 1998. 

NA • Not available 
* - Unable to sample due to obstruction in well. 

Concentrations reported in milligrams per titer (mg/L) 
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